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Optical Fibre Coloring Machine

Introduction

Optical fibre coloring Equipment is used to color the surface of fibre; to

identify the fibres in the loose tube.

Technical Data

Number of fibre 2

Total:3200m/min

2000m/min/each line

(0.2~1)N £0.05N

(0.2~ 1)N £0.05N

(Max) Width:230mm, Diameter:260mm, Weight:5Kg
length x width x height: 5000 x 1000 x 1600

Characteristics
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International—level coloring speed, easy to operate.

High degree of automation, having functions such as optical fibre payoff
and take—up tension control, UV curing oven,take—up and traversing
automatically alarming and stopping whenever any parts fails.

Suitable for all kinds of ink.

Dual-layer operating structure, to save the space and minimize operators.
Using pressure—coating machine to color fibres ,to get the smooth coating.



Optical Fibre Ribbon Production Line

Introduction

The production line is used to make ribbons, which would be used in the
high—count cables, such as slotted core cable and loose—tube cable.

Technical Data

Ribbon fibres 4. 6. 8. 12, 24
Payoff tension (0.2~1)N =0.05N
Take-up tension (3~7)N £0.05N
Process speed 500m/min
Constructional speed 600m/min
Diameter of payoff reel 320mm

Diameter of take—up reel 500mm

Characteristics

® High processing speed.

® Pressure—coating method.

® Unique design to install easily.

® Accurate payoff tension control.

® Controlled temperature of coating material.
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Secondary Coating Line

Introduction
The secondary coating line is mainly suitable for extruding of loose tube,

in which 2 to 12 cores optic fibre are contained, also ,it could be used for
secondary coating of nylon tight buffering optical fibre. The production line has
high stability and reliability. It can extruder the loose tube with uniform diameter
and smooth surface at a high speed. The over extra length of production can

be controlled accurately.

Technical Data

Producing speed 160-280m/min. 220m/min(®3.0)
Constructional speed 350m/min

Over extra length 0~3%o

Take—up reel PN630 PN800

Extra loss of fiber <0.02db/km

Extruded material PBT, PC, PP

Overall length of the line about 40m

Total power 60Kw
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Loose Ribbon Tube Producing Line

Introduction
The production line is used to extrude the jelly filled 12X6, 12X12, 12X18
fibre ribbon loose tube. It has high stability and reliability.

Technical Data

Fibre number 2~ 18 fibre ribbon
Fibre ribbon reels number 18 reel

Fibre payoff tension (0.8~3) N

Fibre ribbon reel dimension ®500 x ®200 %400
Fibre ribbon payoff cage rotation speed Max 120 rpm

Fibre ribbon stranding pitch 300~3000mm
Constructional speed 100m/min

Process speed 60m/min

Extra loss <0.02dB/km

Over extra length (0~ 3)%o
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Loose Ribbon Tube Sz Stranding Cabling Line

Introduction
The machine can be used in producing the layer stranding optical cable

with the loose tube outer diameter within ®1.8 ~ ®4mm and with the ribbon

loose tube outer diameter within ®4~®10mm in SZ stranding mode.

Technical Data

Maximum outer diameter of optical cable ®35mm

Outer diameter of optical fibre loose tube/number of tubes (®1.8~®10)mm/12
Process speed Max 80m/min
Size of central strength member reel PN500~PN1250
Size of optical fibre loose tube payoff reel PN500~PN800
Size of optical fibre ribbon loose tube payoff reel PN800~PN1250
Cabling pitch 80~1500mm
Angle of sz stranding *(4~24)
Rotation speed of sz stranding head 2000rpm
Rotation speed of binding head 20~50mm
Binding pitch 3000rpm

Size of take—up reel PN1250~PN2000
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